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Manufactured by:

Akzo Nobel Swire (Guangzhou) Ltd.

Bei Wei Ind. Dist., Guangzhou E&T
Development Zone,
PRC.

Distributed by:

Akzo Nobel Swire Paints Limited
Tel: 2823 1388  Fax: 2866 3232
Website: www.akzonobel.com

Wash to remove contaminants. Rinse thoroughly with water and allow to dry. Sanding is not required
if the surface is properly and thoroughly cleaned (scuff sanding is required only on glossy, hard, slick or
dense surfaces which are subject to high levels of moisture). Remove loose paint. Scrub heavy chalk
exterior areas and overhead areas such as eaves with soap and water. All existing mildew must be
removed. Rinse surfaces clean with water and allow to dry for 24 hours.

Prime bare areas with primer specified under New Surfaces. May be used self primed over previously
painted interior surfaces.

Do not tint
If thinning required, please thin by water.
Stir and obtain a smooth, homogeneous condition.

Mix thoroughly before use. May be applied by brush, roll or spray. No thinning required. Spray is
preferred for application to bare steel to ensure adequate film build and protection. For airless spray,
use a .015" tip. Adjust pressure as needed. Do not apply when air or surface temperature is below
10°C .

Coverage at 114-171 microns wet film or 50-75 microns dry film is 5.9-8.8 m?/L. Actual coverage
may vary depending on substrate and application method.

DEVFLEX Finish

At 25°C and 50% R.H., dries to touch in 30 minutes and to recoat in two hours. Low temperature,
high humidity, thick films or poor ventilation will increase these times.

Clean with warm, soapy water.

Before confirming coating system please consult your AKZONOBEL DECORATIVE COATINGS
SPECIALIST for proper systems. Systems must be selected considering the specific requirement, the
particular environment, application process and others involved.

For professional use only. Keep out of reach of children. Consult Material Safety Data Sheets
appropriate for this product for important health and safety information prior to use.

WARNING! HARMFUL OR FATAL IF SWALLOWED. ASPIRATION HAZARD-CAN ENTER LUNGS AND
CAUSE DAMAGE. HARMFUL IF INHALED. MAY CAUSE CENTRAL NERVOUS SYSTEM EFFECTS,
INCLUDING DIZZINESS, HEADACHE OR NAUSEA. CAUSES EYE, SKIN AND RESPIRATORY TRACT
IRRITATION. CAUSES EYE BURNS. CONTAINS CRYSTALLINE SILICA WHICH CAN CAUSE LUNG
CANCER AND OTHER LUNG DAMAGE IF INHALED. OVEREXPOSURE MAY CAUSE BLOOD, LIVER,
KIDNEY DAMAGE. USE ONLY WITH ADEQUATE VENTILATION. KEEP OUT OF THE REACH OF
CHILDREN. NOTICE: Products in this series contain solvents. Reports have associated repeated and
prolonged occupational overexposure to solvents with permanent brain and nervous system damage.
Intentional misuse by deliberately concentrating and inhaling the contents may be harmful or fatal. If
sanding is done, wear a dust mask to avoid breathing of sanding dust. Do not breathe vapors or spray mist.
If you experience eye watering, headaches, or dizziness, leave the area. If properly used, a respirator may
offer additional protection. Obtain professional advice before using. Close container after each use. FIRST
AID: In case of skin contact, wash off quickly with plenty of soap and water, remove contaminated
clothing. For eye contact flush immediately with large amounts of water, for at least 15 minutes. Obtain
emergency medical treatment. If swallowed, obtain medical treatment immediately. If inhalation
causes physical discomfort, remove to fresh air. If discomfort persists or any breathing difficulty occurs, get
medical help. KEEP FROM FREEZING. Note: These warnings encompass the product series. Prior to
use, read and follow product-specific MSDS and label information. (PLEASE REFER TO PRODUCT
SAFETY DATA SHEET BEFORE USE)

Paint
20 Litre

Type of Regulated Paint under the Air Pollution Control (Volatile Organic Compounds) Regulation of Hong Kong: [Quick dry primers, sealers
and undercoaters]  BEZRISRES (BREERLEN) ROATTREZRNER  [RLER - HEEERTEEZ]
VOC content (ready to use) = 33 gm/litte  ERMUERILEWEE (BAMRE) =33 =/DH

LIMITATION OF LIABILITY The information detailed in this datasheet is liable to modifications from time to time in the light of
experience & normal product development. To the best of our knowledge, the technical data contained herein are true and accurate
at the date of issuance but are subject to change without prior notice. We guarantee our product to conform to the specifications
contained herein. WE MAKE NO OTHER WARRANTY OR GUARANTEE OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING
MERCHANTABILITY AND FITNESS FOR PARTICULAR PURPOSE. Liability, if any, is limited to replacement of the product or refund of
the purchase price. LABOUR OR COST OF LABOUR AND OTHER CONSEQUENTIAL DAMAGES ARE HEREBY EXCLUDED.

For further information or if you have any concerns about using this product, please contact our Sales Department.

Any advice, recommendations, information, assistance or service provided by AkzoNobel in relation to goods manufactured or
marketed by it or their use or any application is given in good faith. However, any advice, recommendations, information,
assistance or service provided by AkzoNobel is provided without expressed or implied warranties.
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