Dulux

Product Description

Typical Uses

Advantages

Pack Size

Colour Range
Composition (Nominal)

Volume Solids

Drying Time
- Touch Dry
- Recoat

Wet Film Thickness
Dry Film Thickness
Flash Point

Storage

Theoretical Coverage

Application

Thinning
- Brush or Roller
- Conventional Spray
- Airless Spray

Spray Recommendations
- Conventional Spray

- Airless Spray

Cleaning Up
Surface Preparation

- New Wall

- Previously Painted Surface

- Fungus Growth Wall

Dulux Alkali Resisting Wall Sealer
(Solvent Borne) A579-15054

Dulux Alkali Resisting Wall Sealer (Solvent Borne) is a solvent-based sealer for
sealing powdery masonry surfaces

For use on new or previously painted masonry surface such as brickwork, plaster,
cement and rendering.

e Promoting the adhesion on powdery masonry surfaces
e Promoting the film build of finish

e Excellent alkali resistance

o5

e 20L

White Only

Pigment : Lightfast non-lead pigments
Binder  : Special designed acrylic copolymer
Solvent : White spirit

32% (nominal)

Single coat at standard thickness (25°C & 50% RH)

0.5-1 hour

2-3 hours

Drying time will vary depending on the temperature and humidity

110 micron

35 micron

32-55°C

Always store in cool & dry places and avoid ignition & heat

Theoretically 1 litre of this product covers 10-12 sgm in 1 coat. Coverage varies
considerably depending on application methods and surface roughness & porosity.

RS

Thin up to 10% depends on different application methods & temperature with Dulux
Standard Thinner 850-69015

For normal use thinning is not necessary, but if required add up to 1 part of Dulux
Thinner 850-69015 to 10 parts of paint (10%)

Add up to 1 part of Dulux Standard Thinner 850-69015 to 7 parts of paint (Around
15%)

Ready for use

Satisfactory through most equipment

A typical set up for airless spray application would be a minimum working pressure
on paint of 140 kg/cm? (2000 Ib/sq in) with a spray tip size 0.43mm (17 thou) and
a spray tip angle 65°

Clean all equipment with Dulux Thinner 850-69015 immediately after use

Surfaces must be thoroughly clean, dry and free from all loose dirt, chalk or powder.
New surfaces such as plaster and concrete should be fully dry before painting.

1. Fresh concrete must cure at least 30 days and meet application requirement before
painting

2. Remove all loose materials & salts

3. Fill the cracks & defects with proper filler

1. Remove powdery or flaking paint either by washing with a high pressure water
jet or scraping
2. Fill the cracks & defects with proper filler

1. Remove all fungus either by washing with a high pressure water jet or scraping
2. Wash the surface with appropriate fungus washing. Rinse with clean water and
wait till dry
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